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Use nylon rod as a pin to
allow for wedged mount
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mirror

The parts 429 and 455 must be
slide inside the respective holes.
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' respect required orientation shown in back view

OPTO SIGMA 123-0645
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Press fit or to glue by loctite, insert only after cleaning,
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1 modifications
- 462 10409 Clamp separator wire
— 433 10304 Separator wire on mirror
—] Insert shim here or on opposite side ] [] 460 10409 Lateral ﬁx%ng . -
to allow for mirror wedge angle . 459 10408 Support separator wire on mirror
458 10409 Spacer plate Opto Sigma
457 10409 Support Opto Sigma slide
456 10408 Spacer flag
455 10408 Clamp flag
Gl /431 432\ 454 10408 Guide bushing I
' ' 453 10407 Lateral support
452 10408 Back plate mounting flags
S 's stainless steel list —@ Indicator position screw 451 10407 Base instrument
crew's stainless steel lis . | 432 10300 Axial locking mirror (2 pc.)
Elenco parti Elenco parti 431 10300 Security spacer (2 pc.)
— ELEMENTO QTA NUMERO PARTE DESCRIZIONE ELEMENTO QTA NUMERO PARTE DESCRIZIONE 429 10300 Flag -
10 4 ISO 4762 - M3 x 10 Viti con esagono 5 4 ISO 4762 - M6 x 10 Vite con esagono ref. draw. legend
incassato - Grado incassato DESIGNED FOR
R. De Salvo
prodotto A 7 2 ISO 4762 - M6 x 12 Vite con esagono E@ 'é‘ (Iigkenoml::lg E‘Eﬂ T
13 4 ISO 4762 - M10x 30 |Vite con esagono incassato DU B Prsayimaun f—oo0AT0
incassato 8 4 [ISO4762-M6x 16  |Vite con esagono @ @ LOCGT-SAS 21-12-11 :
H 14 4 ISO 4762 - M10 x 20 Vite con esagono incassato ~ LCGT.10400-02 H
incassato 11 4 ISO 4762 - M6 x 25 Vite con esagono JIG GLUING MIRROR-Gr.14 DA Al
15 6 ISO 2338 - B -8 x 24 Spina cilindrica incassato
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