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Elenco parti
C-C(3:4) ELEMENTO QTA NUMERO PARTE DESCRIZIONE
5 2 Picomotor 8032-UHV A
9 38 ISO 4762 -M3x 10 Vite con esagono
incassato
10 4 ISO 4762 - M4 x 35 Vite con esagono
incassato
@ 17 44 ISO 4762 - M5 x 16 Vite con esagono B
incassato
' 23 4 ISO 4762 - M6 x 20 Vite con esagono
@ incassato
24 4 ISO 2338 -B-4x35 |Spina cilindrica
25 6 ISO 4762 - M6 x 35 Vite con esagono
B W i W - Incassato B
@ - 4 26 8 ISO 4762 - M6 x 16 Vite con esagono
I o incassato @
-qqumnqm FW:‘F 27 4 ISO 8734 -4 x 20 Spina cilindrica
L 4 - /410 34 12 |[ISO4762-M4x 12 |Vite con esagono
@ W o L \_/ incassato
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add spring guide
m m_ounted internally D-D (3:4)
with three screws
\_ add hole in the /392
mass 510 and 399 '
spring must be 76
+/- 18 mm range
1 kg at center ?ange @
updated 13-04-12
= I N updated 10-02-12
Uil added position magnet 27-01-12 E
: | ref. note date
@ - modifications
' |-q. 510 10205 Moving mass
a1 413 | 10207 Plug disk
412 10206 Main plate damp
‘ 411 10206 Main plate clamp _
& ‘ ' : ° 410 10206 Plate clamp
m 409 10206 Plate clamp
_ U 408 10206 Support locking mirror's wire
| ””m”“" ______ = 407 10208 Helicoidal spring
' 1@*’ ] - 380 10207 Support picomotor
' 405 10208 Locking nut F
( m ° 404 10207 Receptacle suspension wire
- 403.1 10207 magnet
‘ 403 10207 Flag
402 10207 Support flag
401 10207 Connection to recoil mass
400 10208 Antishock of mass B
399 10205 Moving mass
i L 398 10208 Clamp wires
s 397 10208 Support connector
_iz: 396 10207 Little mass of regulation
H 395 10204 Lateral plate box lc
394 10204 Lateral plate box
393 10204 Lateral plate box
392 10204 Lateral plate box
391 10205 Intermediate plate box
390 10205 bottom plate box
389 10204 top plate box -
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Callout
add spring guide mounted internally with three screws
add hole in the mass 510 and 399
spring must be 76+/- 18 mm range      1 kg at center range




