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Elenco parti
DESCRIZIONENUMERO PARTEQTÀELEMENTO

 Picomotor 8032-UHV25
Vite con esagono 
incassato

ISO 4762 - M3 x 10389

Vite con esagono 
incassato

ISO 4762 - M4 x 35410

Vite con esagono 
incassato

ISO 4762 - M5 x 164417

Spina cilindricaISO 2338 - B - 4 x 12424
Vite con esagono 
incassato

ISO 4762 - M6 x 35625

Vite con esagono 
incassato

ISO 4762 - M6 x 161226

Vite con esagono 
incassato

ISO 4762 - M4 x 121234

Spina cilindricaISO 2338 - 4 h8 x 16842
Vite con esagono 
incassato

ISO 4762 - M5 x 12445

    
    
    
    
    
    

ref. pieces material scale

 updated 17-08-12
updated 03-08-12
updated 25-07-12
updated 23-07-12

modifications
ref. note date

633 10309 Fixing cone
632 10309 Fixing nut
510 10205 Moving mass
413 10207 Plug disk
412 10206 Main plate clamp
411 10206 Main plate clamp
410 10206 Plate clamp
409 10206 Plate clamp
408 10206 Support locking mirror's wire
407 10208 Helicoidal spring
404 10207 Receptacle suspension  wire

403.1 10207 magnet
403 10207 Flag
402 10207 Support flag
401 10207 Connection to recoil mass
400 10208 Antishock of mass
399 10205 Moving mass
398 10208 Clamp wires
397 10208 Support connector
396 10207 Little mass of regulation
395 10204 Lateral plate box
394 10204 Lateral plate box
393 10204 Lateral plate box
392 10204 Lateral plate box
391 10205 Intermediate plate box
390 10205 bottom plate box
389 10204 top plate box
380 10207 Support picomotor
ref. draw. legend

KAGRA-SAS
INTERMEDIATE MASS-Gr.12 10200X From

Symbol of position scrwsStailess steel screws for one assembly
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407

632

Cone 15488

Pin L=28mm

Pin L=20mm

After marking the serial number (see 10206)
assemble 408-411-412 and pins, then grind
this surface to achieve required size grind
them in pairs of successive numbers.

633
404


