The parts 601 and 602 must be

slide inside the respective holes Press fit or glue by loctite, insert only after cleaning,

600

respect required orientation shown in back view
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ref. note date
modifications
604 11407 Spacer pusher screw
603 11407 Spacer flag B
602 11407 Flag
601 11407 Clamp flag
600 11406 Back plate
599 11406 Base instrument
' - 598 11406 Lateral support lc
25 4 Screw A M2.5-6gx5 Slotted cheese head 12 4 ISO 4762 - M3 x 10 Vite con esagono 458 10409 Spacer plate Opto Sigma
GOST R 50405-92 screws.Product grades 1ncassato 457 10409 Support Opto Sigma slide
A and B 13 6 ISO 4762 - M10 x 20 Vite con esagono 454 10408 Guide bushing
26 8 Screw A M2-6gx4 Slotted cheese head incassato 433 10304 Separator wires on mirror -
GOST R 50405-92 screws.Product grades 14 4 ISO 4762 - M10 x 30 Vite con esagono ref. draw. legend
A and B incassato PR MEC DESIGNED FORR. De Salvo
27 4 ISO 4762 - M6 x 12 Vite con esagono 15 6 ISO 2338 - B-8x24 |Spina cilindrica E@ 'é‘ di GenC)naro Gami S
incassato 20 16 ISO 4762 - M6 x 10 Vite con esagono O~ BienTing (Pisa)-ITaLIA e Sl
28 8  [ISO4762-M6x 16  |Vite con esagono incassato KAGR A 19-05-12 '
lncassato G _SAS = NUMBKAGRA.114‘03'00 H
32 8 ISO 4762 - M6 x 25 Vite con esagono Screw's stainless steel list symbol 0—@ JIG GLUEING MIRROR-Gr.19  |omue Al
incassato
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